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MARBLE CUTTER
1400W - 110MM MCM1005P
Specifi cations
Mains voltage 230V~, 50Hz
Power input 1.400W
Disc diameter 110mm
No load speed 13.000 /min.
Disc bore Ø20mm
Bevel adjustment 0-45°
Machine weight 3.2kg

Includes  Diamond disc - Hexagon key - Wrench - 3m water hose - Cover for dry cutting

Features
- Dust protected lock-on switch
- For wet and dry use
- Adjustable cutting depth
- Bevel function (0-45°)
- 3m rubber cable

Features
- Variable electronic speed control
- 4 pendulum positions
- Variable angle adjustment (0-45°)
- 3m rubber cable
- Storage case

Features
- Variable electronic speed control
- Toolless saw blade release
- 4 pendulum positions
- Variable angle adjustment (0-45°)
- 4m rubber cable 
- Storage case

Features
- Angle and depth adjustment
-  Suitable for 190mm and 

185mm blade size
- Spindle lock
- Lock-off safety switch
- High quality blade included
- 3m rubber cable

Features
- Angle and depth adjustment
- Spindle lock
- Lock-off safety switch
- High quality blade included
- 3m rubber cable

Features
- Aluminum Velcro® base plate
- Paper clamping system 
- Active dust extraction
- Soft grip
- 4m rubber cable

JIG SAW

JIG SAW

450W JSM1028P

750W JSM1025P

Specifi cations
Mains voltage 220-240V~, 50Hz
Power input 450W
No load speed 0-3.400/min.
Bevel adjustment 0-45°
Machine weight 2.1kg

Includes  Saw blade wood - Saw blade steel

Specifi cations
Mains voltage 230-240V~, 50Hz
Power input 750W
No load speed 500-3.000/min.
Bevel adjustment 0-45°
Machine weight 3.3kg

Includes  Saw blade - Splinter plate - Vacuum cleaner adapter - Anti-scratch plate - 
Parallel guide

CIRCULAR SAW

CIRCULAR SAW

1050W - 190MM CSM1041P

2200W - 235MM CSM1042P

Specifi cations
Mains voltage 220-240V~, 50Hz
Power input 1.050W
No load speed 4.900/min.
Saw blade diameter Ø190 & Ø185mm 
Saw blade bore Ø30 & Ø20mm
Bevel adjustment 0-45°
Machine weight 3.9kg

Includes  Saw blade 190mm - Hexagon key - Parallel guide

Includes  Saw blade 235mm - Hexagon key - Parallel guide

Specifi cations
Mains voltage 220-240V~, 50Hz
Power input 2.200W
No load speed 3.900/min.
Saw blade diameter Ø235mm 
Saw blade bore Ø30mm 
Bevel adjustment 0-45°
Machine weight 7.0kg

ORBITAL SANDER
220W - 1/4 SHEET PSM1028P
Specifi cations
Mains voltage 220-240V~, 50Hz
Power input 220W
No load speed 15.000/min.
Sanding surface  105x113mm
Paper size 140x114mm
Machine weight 1.4kg

Includes  Dust bag - Sanding sheet (Velcro®) - Perforation plate
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Features
- Compact design
- Easy to adjust
- Transparant base for good visibility
- 3m rubber cable

Features
- Heavy duty stable base plate
-  Suitable for 6mm, 8mm and

12mm router bits 
-  Accurate depth adjustment with 

revolver setting 
- Electronic variable speed control
- Spindle lock
- 3m rubber cable

Features
- Aluminum Velcro® base plate
- Paper clamping system 
- Active dust extraction
- Soft grip
- 4m rubber cable

Features
- Aluminum belt frame
- Lock-on switch
- Easy belt change
- Belt tracking device
- 3m rubber cable

Features
- Lock-on switch 
-  Resharpable blades

(sharpening holder included)
- Adjustable planing depth
- Aluminum base plate with edging groove
- Lift-off device for blade protection
- 3m rubber cable

Features
- Aluminum base plate
- Ergonomic paper clamping system 
- Powerful motor
- 4m rubber cable

Includes  Dust bag - Sanding sheet (Velcro®) - Perforation plate Includes  Sanding sheet

BELT SANDER

ORBITAL SANDERORBITAL SANDER

1400W BSM1025P

520W - 1/2 SHEET PSM1030P300W - 1/3 SHEET PSM1029P
Specifi cations
Mains voltage 220-240V~, 50Hz
Power input 300W
No load speed 13.000/min.
Sanding surface 93x185mm
Paper size 93x230mm
Machine weight 2.0kg

Specifi cations
Mains voltage 220-240V~, 50Hz
Power input 520W
No load speed 10.000/min.
Sanding surface  114x234mm
Paper size 114x278mm
Machine weight 2.7kg

Specifi cations
Mains voltage 230V~, 50Hz
Power input 1.400W
Belt speed 500m/min.
Belt size 100x610mm
Machine weight 6.2kg

Includes  Dust bag - Sanding belt

PLANER
620W PPM1015P
Specifi cations
Mains voltage 220-240V~, 50Hz
Power input 620W
No load speed 0-19.000/min.
Planing width 82mm
Planing depth 0-2mm
Machine weight 2.8kg

Includes  Parallel guide - Wrench - Sharpening holder - Blade gauge

TRIMMER
550W PRM1020P
Specifi cations
Mains voltage 220-240V~, 50Hz
Power input 550W
No load speed 35.000/min.
Collet size Ø6mm
Machine weight 1.6kg 

Includes  Router bit - Parallel guide - Edge guide - Template guide - Wrench - Collet Ø6mm

PRECISION ROUTER
2200W PRM1019P
Specifi cations
Mains voltage 220-240V~, 50Hz
Power input 2.200W
No load speed 9.000-22.000/min.
Collet size Ø12mm
Machine weight 5.8kg 

Includes  Router bit - Parallel guide - Copy guide - Template guide - Wrench - Collet Ø6mm - 
Collet Ø8mm - Collet Ø12mm
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HOT AIR GUN
2000W HAM1017P

Features
- Over heating protection
- Ceramic heating elements
- 3 Air speed setting
-  Constant temperature control, adjustable 

by dial wheel
- 3m rubber cable

Features
- Variable electronic speed control
- Lock-on switch
- Blower and vacuum function
-  Long blow pipe with extension

(total length 52cm)
- Stand for stationary use
- 3m rubber cable

Features
- Heavy duty base
- Spindle lock
- Quick lock vise
- Adjustable depth stop
- High cutting capacity
- 4m rubber cable

Specifi cations
Mains voltage 220-240V~, 50Hz
Power input 2.000W
Temperature setting Variable
Temp/air volume setting 1: 50oC 

(250L/min.)
Temp/air volume setting 2: 50o-450oC 

(250L/min.)
Temp/air volume setting 3: 90o-600oC

(500L/min.)
Machine weight 0.9kg

ELECTRIC BLOWER
600W EBM1004P
Specifi cations
Mains voltage 220-240V~, 50Hz
Power input 600W
No load speed 0-13.900/min.
Air volume 0-4.1m³/min.
Machine weight 2.3kg

Includes  Dust bag - Extension nozzle

Includes  Wrench - Cutting blade

CHOP SAW
2300W - 355MM COM1007P
Specifi cations
Mains voltage 220-240V~, 50Hz
Power input 2.300W
Disc diameter 355mm
No load speed 3.900/min.
Spindle  Ø1 inch
Machine weight 15.8kg
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